
4 Cotter Pins
4 Castle Nuts
2 9/16” Flat Washers
2 Delrin Heim Spacers
2 Tapered Heim Studs

Torque for all castle nuts is 60-75 ft. lbs.
NOTE: If you cannot reach the specified torque setting, get the nut as tight as possible and stop before damaging the edges of 
the nut/bolt where the wrench makes contact. Always recheck hardware after driving Bronco off road and the first 100 miles. 
Then at every oil change. Mark the nuts with a paint pen to track any movement for a quick visual reference.
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*Note: Delrin spacers can bind the heim steering and make it touchy on the road, if the tops of the knuck-
les are not flat and the heim stud hole is not 100% perpendicular with the knuckle mounting face

There is a short side and long side of the heim joint. The short side has a red teflon spacer between the 
body of the heim and the spherical ball. Install the short side against the delrin spacer. In some cases the 
heim may be too tight against the delrin spacer. If you cannot move the heim freely when       installed flip 
the heim over and re-install. 

If your Early Bronco Knuckle has been drilled to 3/4” previously or you are using James Duff Disc Brake 
Knuckles you must use the 564x tie rod to knuckle bolt kit.

LIMITED WARRANTY
 James Duff Inc. warrants our products to the original purchaser to be free from defects in materials and workmanship.  Warranty periods begin at the date of purchase and varies by product.  
Shocks have a limited lifetime warranty.  Headers, Radiators and Suspension Products, Power Brake Boosters and Master Cylinders have a one year warranty.  Adapters and soft goods 
such as upholstery, vinyl and rubber products have a 90 day warranty.  All warranties are to the original purchaser with proof of purchase only.  Such obligations under this warranty shall 
be limited to the repair or replacement, at JDI’s discretion, of any assembly or part which upon examination by JDI proves to be defective.  Any costs of removal, installation, re-installation 
or freight charges are expressly excluded from this warranty.  This warranty covers only manufacturers defects, and does not cover product finish or damage resulting from abuse, misuse, 
negligence, racing, alteration, accident or damage in transit. All returns must be pre-authorized by JDI and accompanied with a Return Goods Authorization Number (RGA) and a dated 
proof of purchase.  Returns must be made within 30 days of delivery, packaged sufficiently to prevent damage in shipment and sent prepaid to JDI, 6609 Bronco Lane, Knoxville, TN 37921  
Returns without an RGA# will be refused. This warranty is expressly in lieu of all other warranties, expressed or implied, including the  implied warranties of merchantability and fitness for 
use.  This warranty gives you specific legal rights including other rights that vary from state to state.  Some states do not allow limitations on how long an implied warranty lasts, or do not 
allow the exclusion of limitation of incidental or consequential damages, so the above limitations and/or exclusions may not apply to you.
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TRO ADAPTER - HEIM SLEEVE
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Tapered Heim Stud

Tie Rod Under (TRU)
 5647/5648 Configuration
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Early Bronco or F-150 Taper

Delrin Spacer

See note below before installing Heim
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